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	TextField1: Genie TML Light TowerEngine control board faults1. The engine cranks, but will not start.2. The engine shuts down after running for a short time.
	TextField2: Multi-meter7/16" Socket Wrench1/2" open end wrench
	TextField3: TML
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	TextField4: Remove 7 bolts securing front panel. Continue to step 2.
	TextField4: To verify the circuit board is receiving/sending power:Turn the ignition switch to the run position and check pin # 4 (the Red, power input wire), and pin # 6 (the Red/Black, glow plug relay* output wire) for 12 volts.  Voltage must be present on both pins.• If no voltage is present on pins # 4 or 6, or the green glow plug light is not coming on, the board should be replaced.• If there is voltage and the green light does turn on, proceed to step 4.*Glow plug relay part # 61225
	TextField4: The engine shuts down after running for a short time.Start the unit and check for 4-6 volts at pin # 3 (White wire), the oil pressure switch* and pin # 2 (Orange/Black wire), the coolant temperature switch*.• If there is no voltage check the switch connected to that pin, if the switch is good, replace the board.• If there is voltage, the board is good.     After the needed repairs are complete, perform the pre-operation and function tests as described in the operators manual and return the machine to service.*Oil Pressure Switch part # 80278*Coolant temperature switch part # 58311
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	TextField5: Locate printed circuit board ( part # 80562 )  Continue to step 3.
	TextField5: The engine cranks, but will not start.Turn the ignition switch to the crank position, check for 12 volts at pin #1 (Black wire), power for the fuel shutoff solenoid.• If there is no voltage, replace the board• If there is voltage at pin #1, continue to step 5.
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